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SERIES 3 OHIO SPECIAL
SAFETY VALVES

15 PSIG STEAM BOILERS

Relieving
Boiler Boiler Conbraco Capacity Each
Model Qty Opening Model Inlet / Qutlet (Ibs/hr)
3L-100XH 1 3" 14-206-08  2-1/2" x 2-1/2" 4,676
3L-125XH 1 3" 14-206-08  2-1/2" x 2-1/2" 4,676
3L-150XH 1 3" 14-207-08 3"x 3" 6,843
3L-175XH 2 2-1/2" 14-205-08 2" x2" 3,150
3L-200XH 1 2-1/2" 14-205-08 2" x 2" 3,150
1 2-1/2" 14-206-08  2-1/2" x 2-1/2" 4,676
3L-225XH 1 2-1/2" 14-205-08 2" x 2" 3,150
1 2-1/2" 14-206-08  2-1/2" x 2-1/2" 4,676
150 PSIG STEAM BOILERS
Relieving
New Capacity
Boiler Boiler Conbraco Old Conbraco Each
Model Qty Opening Model Model Inlet / OQutlet (lbs/hr)
100XP 1 1-1/2" 19KGFA150 19-502-35  1-1/4"x 1-1/2" 4,236
1 2" (Not Used) —meme memee
125XP 1 1-1/2" 19KFEA150 19-402-35 1" x 1-1/4" 2,582
1 2" 19KFEA150 19-402-35 1" x 1-1/4" 2,582
150XP 1 1-1/2" 19KEDA150 19-302-35 3/4" x 1" 1,654
1 2" 19KGFA150 19-502-35  1-1/4" x 1-1/2" 4,236
175XP 2 2" 19KGFA150 19-502-35  1-1/4" x 1-1/2" 4,236
200XP 2 2" 19KGFA150 19-502-35  1-1/4"x 1-1/2" 4,236
225XP 1 2" 19KGFA150 19-502-35  1-1/4"x 1-1/2" 4,236
1 2" 19KHGA150 19-602-35 1-1/2" x 2" 6,610
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SERIES 3

SAFETY VALVES

30 PSIG HOT WATER BOILERS

Relieving
Capacity
Boiler Boiler Conbraco Each
Model Qty Opening Model Inlet / Outlet (MBH)
3W-40 1 1-1/4" 10-616-05  1-1/4"x 1-1/2" 2,716
3W-50 1 1-1/4" 10-616-05  1-1/4"x 1-1/2" 2,716
3W-60 1 1-1/2" 10-616-05  1-1/4"x1-1/2" 2,716
3W-70 1 2" 10-617-05 1-1/2" x 2" 3,696
3W-80 1 2" 10-617-05 1-1/2" x 2" 3,696
3W-90 1 2" 10-617-05 1-1/2" x 2" 3,696
3W-100 1 2" 10-618-05 2" x 2-1/2" 6,091
3W-125 1 2" 10-618-05 2" x 2-1/2" 6,091
3W-150 1 1" (Not Used) —— e
1 2" 10-618-05 2" x 2-1/2" 6,091
3W-175 1 1-1/4" 10-616-05  1-1/4"x 1-1/2" 2,716
1 2" 10-618-05 2" x 2-1/2" 6,091
3W-200 1 1-1/2" 10-616-05  1-1/4"x 1-1/2" 2,716
1 2" 10-618-05 2" x 2-1/2" 6,091
3W-250 2 2" 10-618-05 2" x 2-1/2" 6,091
3W-300 1 1" (Not Used) ———— e
2 2" 10-618-05 2" x 2-1/2" 6,091
3W-350 1 1-1/4" 10-616-05  1-1/4"x 1-1/2" 2,716
2 2" 10-618-05 2" x 2-1/2" 6,091
3W-400 3 2" 10-618-05 2" x 2-1/2" 6,091
3W-500 1 2" 10-616-05  1-1/4"x 1-1/2" 2,716
3 2" 10-618-05 2" x 2-1/2" 6,091
3W-600 1 1-1/2" (Not Used) ——
4 2" 10-618-05 2" x 2-1/2" 6,091
3W-700 1 1-1/4" (Not Used) —— e
5 2" 10-618-05 2" x 2-1/2" 6,091
3W-800 CONSULT FACTORY
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SERIES 4SL

SAFETY VALVES

15 PSIG STEAM BOILERS

Relieving
Capacity
Boiler Boiler Conbraco Each
Model Qty Opening Model Inlet / Outlet (Ibs/hr)

4SL-100 1 3" 14-206-08 2-1/2" x 2-1/2" 4,676
4SL-125 1 3" 14-207-08 3" x 3" 6,843
4SL-150 1 2-1/2" 14-205-08 2" x 2" 3,150
1 3" 14-205-08 2" x 2" 3,150

4SL-175 1 2-1/2" 14-205-08 2"x 2" 3,150
1 3" 14-206-08 2-1/2" x 2-1/2" 4,676

4SL-200 1 2-1/2" 14-206-08 2-1/2" x 2-1/2" 4,676
1 3" 14-206-08 2-1/2" x 2-1/2" 4,676

4SL-250 1 3" 14-206-08 2-1/2" x 2-1/2" 4,676
1 3" 14-207-08 3" x 3" 6,843

4SL-300 2 3" 14-207-08 3" x 3" 6,843
4SL-350 1 2" 14-205-08 2" x 2" 3,150
2 3" 14-207-08 3" x 3" 6,843

4SL-400 1 2" 14-205-08 2"x 2" 3,150
2 3" 14-207-08 3" x 3" 6,843

4SL-500 3 3" 14-207-08 3" x 3" 6,843
4SL-600 1 2-1/2" 14-206-08 2-1/2" x 2-1/2" 4,676
3 3" 14-207-08 3" x 3" 6,843

4SL-700 1 2-1/2" 14-206-08 2-1/2" x 2-1/2" 4,676
1 3" 14-206-08 2-1/2" x 2-1/2" 4,676

3 3" 14-207-08 3" x 3" 6,843

4SL-800 1 2-1/2" 14-206-08  2-1/2" x 2-1/2" 4,676
4 3" 14-207-08 3" x 3" 6,843

ENG-26

84



SERIES 4S
SAFETY VALVES

150 PSIG STEAM BOILERS

Relieving
New Capacity
Boiler Boiler Conbraco Old Conbraco Each
Model Qty Opening Model Model Inlet / Outlet (lbs/hr)
4SP-100 1 1" 19KEDA150 19-302-35 3/4" x 1" 1,654
1 1-1/4" 19KFEA150 19-402-35 1" x 1-1/4" 2,582
4SP-125 1 1" 19KFEA150 19-402-35 1" x 1-1/4" 2,582
1 1-1/4" 19KFEA150 19-402-35 1" x 1-1/4" 2,582
4SP-150 1 1-1/4" 19KFEA150 19-402-35 1" x 1-1/4" 2,582
1 1-1/2" 19KGFA150 19-502-35  1-1/4" x 1-1/2" 4,236
4SP-175 1 1-1/4" 19KGFA150 19-502-35  1-1/4"x 1-1/2" 4,236
1 1-1/2" 19KGFA150 19-502-35  1-1/4" x 1-1/2" 4,236
4SP-200 1 1-1/4" 19KGFA150 19-502-35  1-1/4" x 1-1/2" 4,236
1 1-1/2" 19KGFA150 19-502-35  1-1/4" x 1-1/2" 4,236
4SP-250 1 1-1/2" 19KGFA150 19-502-35  1-1/4"x 1-1/2" 4,236
1 1-1/2" 19KHGA150 19-602-35 1-1/2" x 2" 6,610
4SP-300 2 1-1/2" 19KHGA150 19-602-35 1-1/2" x 2" 6,610
4SP-350 1 1-1/2" 19KHGA150 19-602-35 1-1/2" x 2" 6,610
1 2" 19KJHA150 19-702-35 2" x 2-1/2" 10,853
4SP-400 1 1-1/2" 19KHGA150 19-602-35 1-1/2" x 2" 6,610
1 2" 19KJHA150 19-702-35 2" x 2-1/2" 10,853
4SP-500 2 2" 19KJHA150 19-702-35 2" x 2-1/2" 10,853
4SP-600 1 1-1/2" 19KHGA150 19-602-35 1-1/2" x 2" 6,610
1 2" 19KHGA150 19-602-35 1-1/2" x 2" 6,610
1 2" 19KJHA150 19-702-35 2" x 2-1/2" 10,853
4SP-700 1 2" 19KHGA150 19-602-35 1-1/2" x 2" 6,610
2 2" 19KJHA150 19-702-35 2" x 2-1/2" 10,853
4SP-800 1 1-1/2" (NotUsed) - ———— e
3 2" 19KJHA150 19-702-35 2" x 2-1/2" 10,853
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SERIES 4S

SAFETY VALVES

30 PSIG HOT WATER BOILERS

Relieving
Capacity
Boiler Boiler Conbraco Each
Model Qty Opening Model Inlet / Outlet (MBH)
100 1 2" 10-618-05 2" x 2-1/2" 6,091
125 1 2" 10-618-05 2" x 2-1/2" 6,091
150 1 1-1/2" (Not Used)
1 2" 10-618-05 2" x 2-1/2" 6,091
175 1 1-1/2" 10-616-05  1-1/4"x 1-1/2" 2,716
1 2" 10-618-05 2" x 2-1/2" 6,091
200 1 1-1/2" 10-616-05  1-1/4"x 1-1/2" 2,716
1 2" 10-618-05 2" x 2-1/2" 6,091
250 2 2" 10-618-05 2" x 2-1/2" 6,091
300 2 2" 10-618-05 2" x 2-1/2" 6,091
350 1 2" 10-616-05  1-1/4"x 1-1/2" 2,716
2 2" 10-618-05 2" x 2-1/2" 6,091
400 3 2" 10-618-05 2" x 2-1/2" 6,091
500 1 2" 10-616-05  1-1/4"x 1-1/2" 2,716
3 2" 10-618-05 2" x 2-1/2" 6,091
600 4 2" 10-618-05 2" x 2-1/2" 6,091
700 5 2" 10-618-05 2" x 2-1/2" 6,091
800 1 1" 10-615-05 1" x 1-1/4" 1,570
5 2" 10-618-05 2" x 2-1/2" 6,091
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SERIES 4S

SAFETY VALVES

125 PSIG HOT WATER BOILERS

Relieving
Capacity

Boiler Boiler Conbraco Each

Model Qty Opening Model Inlet / Outlet (MBH)
4SPW-100 1 1" 10-615-25 1" x 1-1/4" 5,011
4SPW-125 1 1" 10-615-25 1" x 1-1/4" 5,011
4SPW-150 1 1-1/2" 10-616-25  1-1/4"x 1-1/2" 8,668
1 2" (NotUsed)  -—---

4SPW-175 1 1-1/2" 10-616-25  1-1/4"x 1-1/2" 8,668
1 2" (NotUsed)  -—-——- = -

4SPW-200 1 1-1/2" 10-616-25 1-1/4"x 1-1/2" 8,668
1 2" (NotUsed) -

4SPW-250 1 2" 10-617-25 1-1/2" x 2" 11,792
4SPW-300 1 2" 10-618-25 2" x 2-1/2" 19,435
4SPW-350 1 2" 10-618-25 2" x 2-1/2" 19,435
2 2" (NotUsed)  -—---

4SPW-400 1 2" 10-618-25 2" x 2-1/2" 19,435
2 2" (NotUsed) -—-——- = -

4SPW-500 1 1-1/2" 10-614-25 3/4" x 1" 3,096
1 2" 10-618-25 2" x 2-1/2" 19,435

4SPW-600 1 1" 10-615-25 1" x 1-1/4" 5,011
1 2" 10-618-25 2" x 2-1/2" 19,435

4SPW-700 1 2" 10-616-25  1-1/4"x 1-1/2" 8,688
1 2" 10-618-25 2" x 2-1/2" 19,435

4SPW-800 2 2" 10-618-25 2" x 2-1/2" 19,435
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C SERIES

SAFETY VALVES
15 PSIG STEAM BOILERS

Relieving
Capacity
Boiler Boiler Conbraco Each
Model Qty Opening Model Inlet / Qutlet (lbs/hr)
CL-20 1 2" 13-213-08 1-1/4" x 1-1/2" 1,200
CL-30 1 2" 13-213-08 1-1/4" x 1-1/2" 1,200
CL-40 1 2" 13-214-08 1-1/2" x 2" 1,900
CL-50 1 2" 13-214-08 1-1/2" x 2" 1,900
CL-60 1 2" 12-205-08 2" x 2" 2,500
CL-70 1 2" 12-205-08 2" x 2" 2,500
CL-80 1 2" 14-205-08 2" x 2" 3,150
CL-90 1 2" 14-205-08 2" x 2" 3,150
CL-100 1 2-1/2" 12-206-08  2-1/2" x 2-1/2" 3,529
30 PSIG HOT WATER BOILERS
Relieving
Capacity
Boiler Boiler Conbraco Each
Model Qty Opening Model Inlet / Outlet (MBH)
CW-20 1 3/4" 10-614-05 3/4" x 1" 970
CW-30 1 1" 10-615-05 1" x 1-1/4" 1,570
CW-40 1 1" 10-615-05 1" x 1-1/4" 1,570
CW-50 1 1-1/2" 10-616-05 1-1/4" x 1-1/2" 2,716
CW-60 1 1-1/2" 10-616-05 1-1/4" x 1-1/2" 2,716
CW-70 1 1-1/2" 10-616-05 1-1/4" x 1-1/2" 2,716
CW-80 1 1-1/2" 10-617-05 1-1/2" x 2" 3,696
CW-90 1 1-1/2" 10-617-05 1-1/2" x 2" 3,696
CW-100 1 1-1/2" 10-617-05 1-1/2" x 2" 3,696
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C SERIES

SAFETY VALVES

60 PSIG HOT WATER BOILERS

Relieving

Capacity
Boiler Boiler Conbraco Each
Model Qty Opening Model Inlet / Outlet (MBH)
CPW-20 1 3/4" 10-614-12 3/4" x 1" 1,641
CPW-30 1 1" 10-614-12 3/4" x 1" 1,641
CPW-40 1 1" 10-614-12 3/4" x 1" 1,641
CPW-50 1 1-1/2" 10-615-12 1" x 1-1/4" 2,657
CPW-60 1 1-1/2" 10-615-12 1" x 1-1/4" 2,657
CPW-70 1 1-1/2" 10-615-12 1" x 1-1/4" 2,657
CPW-80 1 1-1/2" 10-616-12 1-1/4" x 1-1/2" 4,596
CPW-90 1 1-1/2" 10-616-12 1-1/4" x 1-1/2" 4,596
CPW-100 1 1-1/2" 10-616-12 1-1/4" x 1-1/2" 4,596
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SCOTCH FIRETUBE STEAM BOILERS

RECOMMENDED SUPPLY NOZZLE SIZE

Based on actual job site operating pressure, select the recommended boiler steam supply nozzle size from below, and if required, CHANGE the standard
supply to the appropriate size by referring to the Optional Boiler Equipment List Price Page "8 Scotch" under the Series 4S tab.

OPERATING PRESSURE (PSIG

BOILER 12 30 50 75 100 125 150 175 200 225 BOILER
HP [Size| Velocity | Size | Velocity | Size | Velocity | Size | Velocity | Size | Velocity | Size | Velocity | Size | Velocity | Size | Velocity | Size | Velocity | Size | Velocity| HP
40 6 | 1796 | 4 | 2847 | 4 | 2040 | 4 | 1534 | 3 | 2150 | 3 | 1.808 | 3 | 1565 | 3 | 1,383 | 3 | 1.241 | 3 | 1.128 a0 |
50 6 | 2245 | 6 | 1570 | 4 | 2561 | 4 | 1,918 | 3 | 2687 | 3 | 2260 | 3 | 195 | 3 | 1,729 | 3 | 1,552 | 3 | 1,410 50
50 6 | 2694 | 6 | 1,884 | 4 | 3074 | 4 | 2301 | 3 | 3225 | 3 | 2712 | 3 | 2347 | 3 | 2075 | 3 | 1862 | 3 | 1,692 50
70 8 | 1815 | 6 | 2198 | 6 | 1582 | 4 | 2685 | 4 | 2161 | 3 | 3164 | 3 | 2,738 | 3 | 2421 | 3 | 2472 | 3 | 1,974 70
80 8 | 2075 | 6 | 2512 | 6 | 1.808 | 4 | 3068 | 4 | 2470 | 3 | 3616 | 3 | 3130 | 3 | 2,766 | 3 | 2.483 | 3 | 2,256 80
90 8 | 2334 | 6 | 2825 | 6 | 2034 | 4 | 3452 | 4 | 2,779 | 3 | 4068 | 3 | 3521 | 3 | 3112 | 3 | 2,793 | 3 | 2,537 90
100 8 | 2593 | 6 | 3139 | 6 | 2250 | 4 | 3836 | 4 | 3088 | 4 | 2597 | 3 | 3912 | 3 | 3458 | 3 | 3,104 | 3 | 2,819 100
125 8 | 3241 | 8 | 2240 | 6 | 2824 | 6 | 2115 | 4 | 3860 | 4 | 3246 | 4 | 2809 | 4 | 2483 | 3 | 3879 | 3 | 3524 125
150 8 | 3890 | 8 | 2688 | 6 | 3389 | 6 | 2538 | 6 | 2043 | 4 | 3895 | 4 | 3371 | 4 | 2980 | 4 | 2675 | 4 | 2.430 150
175 8 | 4538 | 8 | 3136 | 6 | 3954 | 6 | 2960 | 6 | 2383 | 6 | 2,004 | 4 | 3933 | 4 | 3477 | 4 | 3.120 | 4 | 2,835 175
200 8 | 5186 | 8 | 3584 | & | 2580 | 6 | 3383 | 6 | 2,724 | 6 | 2291 | 6 | 1983 | 4 | 30973 | 4 | 3.566 | 4 | 3.240 200
250 8 | 6483 | 8 | 4480 | 8 | 3552 | 8 | 2414 | 6 | 3405 | 6 | 2863 | 6 | 2478 | 6 | 2191 | 6 | 1,966 | 4 | 4,050 250
300 10 | 4936 | 10 | 3419 | &8 | 3869 | & | 2897 | 6 | 4086 | 6 | 3436 | 6 | 2974 | 6 | 2629 | 6 | 2359 | 6 | 2,143 300
350 10 | 5758 | 10 | 3,989 | 10 | 2871 | 8 | 3380 | 8 | 2,721 | 6 | 2.288 | 6 | 3469 | 6 | 3,067 | 6 | 2.752 | 6 | 2,500 350
400 12 | 4636 | 12 | 3222 | 10 | 3281 | 8 | 3863 | 8 | 3110 | & | 2615 | 6 | 3965 | 6 | 3505 | 6 | 3.146 | 6 | 2,858 400
500 12 | 5795 | 12 | 4,027 | 12 | 2,898 | 10 | 3070 | 8 | 3887 | 8 | 3260 | 8 | 2829 | 8 | 2501 | 6 | 3932 | 6 | 3572 500
600 12 | 6,954 | 12 | 4,832 | 12 | 3478 | 10 | 3684 | 10 | 2,966 | 6 | 3.923 | 8 | 3395 | 8 | 3,001 | 8 | 2694 | 8 | 2447 600
700 12 | 8113 | 12 | 5638 | 12 | 4058 | 12 | 3,038 | 10 | 3460 | 8 | 4576 | 8 | 3961 | 8 | 3501 | 8 | 3142 | 8 | 2,855 700
800 16 | 5873 | 16 | 4,060 | 14 | 3839 | 12 | 3472 | 10 | 3995 | 10 | 3326 | 10 | 2879 | 8 | 4002 | &8 | 3591 | 8 | 3,263 800
900 20 4,201 18 3,607 16 3,295 12 3,908 12 3,144 12 2,644 10 3,238 10 2,863 8 4,040 8 3,670 9200
1000 | 20 | 4667 | 18 | 4,008 | 16 | 3661 | 14 | 3,593 | 12 | 3,494 | 12 | 2.938 | 10 | 3.508 | 10 | 3,181 | 10 | 2.855 | 8 | 4,078 | 1000

Note: Nozzle sizes for operating pressures of 150 psig and higher will be equipped with the standard nozzle, unless a reduced nozzle size is requested
by the customer. Minimum recommended supply nozzle sizes are shown.
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TANKLESS COILS

INTERMITTENT DRAW RATINGS *
40°F - 140°F

180°F Boiler Water 200°F Boiler Water 212°F Boiler Water
Coll Pipe Pressure Pressure Pressure
Model | Size | GPM | GPH | MBTUHR | Drop, psi| GPM | GPH |MBTUMHR! Drop, psi] GPM | GPH | MBTUHR | Drop, psi

INA-210§ 1" 3.5 | 210 174 2.0 43 | 260 | 216 3.0 53 | 315 261 4.8

INA-300 | 1" 5.0 | 300 249 4.0 6.3 | 375 | 311 6.2 7.8 | 465 386 9.6
INA-360 | 1-1/4"} 6.0 | 360 299 2.5 7.5 | 450 | 374 3.9 9.3 | 560 465 6.0
INA-450 | 1-1/4"} 7.5 @ 450 374 4.0 9.3 | 560 | 465 6.2 11.7 | 700 581 9.6

INA-600 §1-1/2"§ 10.0 600 498 3.0 125 | 750 | 623 4.7 16.5 | 930 772 7.2
INA-750 §1-1/2"} 12.5 | 750 623 4.4 156 | 936 | 777 6.9 19.4 | 1164 | 966 10.6
INA-SOO | 2" | 15.0 900 747 2.7 17.5 | 1050 | 872 42 |233 1398 1,160 6.5
INA-11250 2" | 18.8 1128 | 936 44 | 23.3 | 1400 1,162 6.9 |29.2 1752 1,454 10.6
INA-1350] 2" | 22.5 1350| 1,121 7.0 | 282 1692 | 1,404 109 | 35.0 2100 1,743 16.8
INA-1500] 2" ] 25.0 1500 1,245 10.0 | 31.3 | 1875 | 1,556 156 | 38.8 2328 1,932 24.1

CONTINUOUS DRAW RATINGS *

40°F - 140°F
180°F Boiler Water 200°F Boiler Water 212°F Boiler Water

Coill Pipe Pressure Pressure Pressure
Model Size | GPM | GPH | MBTU/HR | Drop, psi] GPM | GPH |MBTU/HR | Drop, psi] GPM | GPH | MBTU/HR | Drop, psi
INA-210 1" 26 | 158 131 2.0 35 | 210 174 3.0 45 | 270 224 4.8
INA-300 1" 3.8 | 225 187 4.0 5.0 | 300 249 6.2 6.5 | 389 323 9.6
INA-360 | 1-1/4"} 4.5 | 270 224 2.5 6.0 | 360 299 39 7.8 | 467 388 6.0
INA-450 §1-1/4"} 5.6 | 338 281 4.0 7.5 | 450 374 6.2 9.7 | 584 485 9.6

INA-600 J1-1/2"} 7.5 | 451 374 3.0 10.0 | 600 | 498 4.7 13.0 | 779 647 7.2
INA-750 | 1-1/2"] 9.4 | 564 468 4.4 12.5 | 750 | 623 6.9 16.2 972 807 10.6
INA-90O | 2" | 11.3 | 677 562 2.7 15.0 | 900 | 747 4.2 19.5 | 1168 | 969 6.5
INA-1125] 2" | 14.1 846 702 4.4 18.8 | 1125 | 934 6.9 243 1460 | 1,212 10.6
INA-1350) 2" | 16.9 | 1015 | 842 7.0 22.5 | 1350 | 1,121 109 | 29.2 | 1752 1,454 16.8
INA-1500) 2" |J 18.8 | 1125 934 10.0 | 25.0 | 1500 | 1,245 156 | 324 | 1944 1,614 24.1

* Tankless coils may be used at these ratings if pumped circulation between coil and storage tank is employed.

Boiler Load for Tankless Heaters
If the boiler heats the coil only for domestic water, the boiler gross output required (at 40°F-140°F temperature rise)

is 833 BTUH times the number of gallons heated in one hour.
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INTERMITTENT DRAW RATINGS *

TANKLESS COILS

40°F - 140°F
180°F Boiler Water 200°F Boiler Water 212°F Boiler Water
Coil Pipe Pressure Pressure Pressure
Model | Size | GPM | GPH | MBTU/HR | Drop, psi] GPM | GPH | MBTU/HR| Drop, psi] GPM | GPH | MBTU/HR | Drop, psi
INA-210 1" 3.5 210 174 2.0 43 | 260 @ 216 3.0 53 | 315 261 4.8
INA-300 1" 5.0 @ 300 249 4.0 6.3 | 375 | 311 6.2 7.8 | 465 386 9.6
INA-360 J1-1/4"] 6.0 360 299 25 75 | 450 @ 374 39 9.3 | 560 465 6.0
INA-450 §1-1/4"} 7.5 @ 450 374 4.0 9.3 | 560 | 465 6.2 11.7 | 700 581 9.6
INA-600 §1-1/2"f 10.0 600 498 3.0 125 | 750 | 623 47 15.5 | 930 772 7.2
INA-750 §1-1/2"} 125 750 623 4.4 156 | 936 @ 777 6.9 19.4 | 1164 966 10.6
INA-QOO | 2" 15.0 = 900 747 2.7 175 | 1050 872 4.2 23.3 1 1398 | 1,160 6.5
INA-1125] 2" 18.8 1128 936 4.4 23.3 | 1400 | 1,162 6.9 29.2 | 1752 | 1,454 10.6
INA-1350) 2" J 225 1350 1,121 7.0 28.2 | 1692 | 1,404 109 | 35.0 | 2100 | 1,743 16.8
INA-1500] 2" | 25.0 1500 | 1,245 10.0 | 31.3 | 1875 | 1,556 156 | 38.8 | 2328 1,932 241
CONTINUOUS DRAW RATINGS *
40°F - 140°F
180°F Boiler Water 200°F Boiler Water 212°F Boiler Water
Coil Pipe Pressure Pressure Pressure
Model Size | GPM | GPH | MBTU/HR | Drop, psi|] GPM | GPH | MBTU/HR| Drop, psi] GPM | GPH | MBTU/HR | Drop, psi
INA-210 1" 26 | 158 131 2.0 35 | 210 174 3.0 45 | 270 224 4.8
INA-300 1" 3.8 225 187 4.0 50 | 300 249 6.2 6.5 | 389 323 9.6
INA-360 §1-1/4"} 45 270 224 25 6.0 | 360 299 39 7.8 | 467 388 6.0
INA-450 §1-1/4"] 56 @ 338 281 4.0 75 | 450 @ 374 6.2 9.7 | 584 485 9.6
INA-600 §1-1/2"} 7.5 @ 451 374 3.0 10.0 | 600 | 498 47 13.0 | 779 647 7.2
INA-750 §1-1/2"] 9.4 564 468 4.4 125 | 750 | 623 6.9 16.2 | 972 807 10.6
INA-QOO | 2" 11.3 677 562 2.7 15.0 | 900 | 747 4.2 19.5 | 1168 969 6.5
INA-1125] 2" 14.1 846 702 4.4 18.8 | 1125 | 934 6.9 24.3 | 1460 @ 1,212 10.6
INA-1350] 2" 16.9 1015, 842 7.0 2251350 | 1121 109 | 29.2 | 1752 | 1,454 16.8
INA-1500) 2" 18.8 1125 934 10.0 | 25.0 | 1500 | 1,245 156 | 324 | 1944 | 1,614 241

* Tankless coils may be used at these ratings if pumped circulation between coil and storage tank is employed.

Boiler Load for Tankless Heaters

If the boiler heats the coil only for domestic water, the boiler gross output required (at 40°F-140°F temperature rise)
is 833 BTUH times the number of gallons heated in one hour.
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TERMS AND CONDITIONS OF SALE FOR BURNHAM COMMERCIAL STEEL BOILERS

PRICES AND TERMS OF PAYMENT

A. Prices quoted are firm for no more then 30 days from the date of quotation
subject to any conditions stated in Seller's quotation or in an order submitted
by Buyer and expressly accepted in writing by Seller. Seller will not be bound
by any price sheet or quote other then a price quote signed by an authorized
representative of Seller.

B. Prices on orders accepted by Seller are firm, to the extent stated in the
accepted order, subject to the following:

1. The purchase order must provide for shipment within six months of the
date of purchase order.

2. Any shipment made more then six months after such a dateis subject to a
price adjustment, at Seller’s sole discretion, to the Seller’s price in effect at
the time of shipment, which will not exceed 125% of the price on the
acknowledged purchase order.

3. Any shipment more then 12 months after the date of purchase order will be
invoiced at Seller’s price in effect at the time of shipment.

C. On orders having a total price of less then $100,000 payment will be due “net
in 30 days” from date of shipment, unless otherwise specifically agreed by
Seller. On orders having a total purchase prices of $100,000 or more terms
are 10% with order, 45% upon Seller’s receipt of Buyer’s approval of drawings,
45% within 30 days after shipment and 5% at the start-up of the products or
within 90 days of shipment, which ever occurs sooner.

D. The price of parts, components and other items not manufactured by Seller is
subject to adjustments by Seller to reflect price changes by Seller’s suppliers.

E. Orders accepted by Seller are subject to credit investigation and approval. If
Buyer’s financial condition at any time does not justify the terms specified,
Seller may require payment in advance of shipment or, if shipment has been
made, recover shipment from the carrier. A service charge of 1-1/2% per
month will be added to all accounts 30 days past due.

F. Any tax or governmental change now or hereafter levied upon the production,
sale, use or shipment of products ordered or sold will be charged to and paid
by the Buyer, unless the Buyer has provided Seller with a tax exemption
certification acceptable to the applicable taxing authorities. Such taxes are not
covered in the selling price unless expressly stated on the quotation form.

SECURITY INTERESTS

Not withstanding transfer of title to Buyer, the Seller retains and the Buyer
hereby grants to the Seller a purchase money security interest in all products
sold, and Buyer hereby irrevocably appoints Seller as its attorney-in-fact to
execute and deliver, in Buyer's name, any such financing statement of other
documents as may be necessary under the Uniform Commercial Code or other
applicable laws governing the items sold herein to perfect Seller’s interest therein.

Buyer will obtain and maintain insurance against the loss or damage naming Seller
as an additional insured in an amount sufficient to protect Seller’s interest in all
products until the purchase price has been paid in full.

CHANGES, ORDERS AND CANCELLATION

Seller may adjust the selling price to cover any requested change in specification
or other terms after the receipt of the Buyer’s order. Orders accepted by
Burnham Commercial shall not be canceled by the Buyer except at Burnham
Commercial’s sole discretion. In the event of any cancellation, Burnham
Commercial reserves the right to impose a cancellation charge sufficient to cover
all losses and out-of-pocket costs incurred by Seller in connection to such order,
including materials and labor charges and cancellation charges from vendors, plus
a cancellation charge of 20% of the original face amount of the order to
compensate the Seller for its loss in profit.

RETURNED GOODS

Products may not be returned for refund or credit until after Seller has agreed to
accept them. Inspection by a Seller representative may be required before return
authorization is granted. A minimum restocking and handling charge of 25% (plus
cost of any missing parts or components and inbound freight) will apply to all
such returned products. All transportation charges for such products must be paid
by Buyer.

TRANSPORTATION TERMS AND CLAIMS

Unless otherwise stated on Seller’s quotation form, all process are F.O.B Seller's
shipping point. Delivery to the initial carrier shall constitute delivery to the Buyer.
Seller’s responsibility ceases and title the goods passes, subject to Seller’s
security interests upon delivery in good order to such carrier, and all products are
shipped at the Buyer’s risk. The Buyer agrees to examine all deliveries carefully
before signing transportation receipts. If products are visibly damaged the Buyer
shall require that written confirmation of damage be noted on the carrier's
delivery receipt and confirmed by the driver for the carrier. If damage is
discovered after unpacking, the carrier shall be notified at once so that an
inspection can be made and the claimed damage substantiated by the carrier.

FORCE MAJEURE AND STORAGE

A. Seller shall not be liable for any delay or failure in the delivery or shipment of
products or for any damages suffered by reason of such delay or failure
directly or indirectly, due to fire, flood, other weather conditions, accident,
riots, war, embargo, labor stoppages, inadequate transportation facilities,
shortage of materials or supplies, regulation by government authority or any
cause beyond the Seller’s control.

B. Seller reserves the right to allocate available production among its customers
in any fair and reasonable manner that it determines is necessary or
desirable.

C. If delivery is delayed due to any cause beyond the Seller’s control, Buyer
shall reimburse Seller for any added costs. Without limiting the foregoing,
product on which manufacturer or delivery is delayed due to cause may be
placed in storage by Seller, for the Buyers account and risk, and regular
charges therefore and expense in connection therewith shall be paid by the
Buyer. If, in Seller’s opinion, it is unable to obtain or continue such storage,
the Buyer will, on request, provide or arrange for suitable storage facilities and
assume all costs and risks in connection therewith.

SHORTAGES, VARIANCES AND WEIGHTS

No claims for variance from or shortages in orders will be considered unless
present within 30 days after receipt of products. Any shipping weights are given
or estimated are approximate, for the Buyer’s convenience only, and not
guaranteed by Seller.

LIMITS OF LIABILITY

Any action by Buyer on this contract, must be commenced within one year after
the cause of action accrues. Actions on Seller's Warranties shall be limited as
provided therein. Seller shall in no event have any liability for any liquidated 93

damages, consequential damages or penalties, whether on account of lost profits,
or otherwise, unless specifically agree in writing signed by an authorized
representative of Seller.

PRODUCT CHANGES

Seller reserves the right to make changes in products of any kind without prior
notice, and to deliver revised designs or models of products against any order.
Seller shall have no responsibility whatsoever with respect to changes made by
the manufacturer of products sold but not manufactured by it.

PATENTS

Products manufactured and sold by Seller may be used by the Buyer pursuant to
such patent rights as Seller may own or enjoy. Seller shall not liable for any use
such products may be put as part of any system, mechanism or process coverec
by patent rights of others.

TESTS

Any tests requested by the Buyer to determine the performance of products
covered by Seller’s quotation, must utilize procedures acceptable to Seller and the
Buyer is responsible for costs thereof. Whenever an order includes start-up or
service agreement, Seller shall not be obliged to provide start-up or other service
as long as payment to Seller is default.

CONFLICTING PROVISIONS OFFERED BY BUYER

Any terms and conditions of Buyer’s purchase order which are different, from, in
addition to inconsistent with the terms and conditions contained herein, are hereby
objected to, and will not be binding on Seller in any manner whatsoever unless
accepted by Seller in writing. Seller shall ship products referred to in this document
only on the condition that the terms and conditions of sale set forth hereon shall
be binding on the Buyer.

APPLICABLE LAW
Any order or contracts received by Seller from Buyer shall be governed by,
construed and enforced by the laws of the Commonwealth of Pennsylvania.

COMPLETE AGREEMENT

The complete agreement between Seller and Buyer is contained herein and any
specifications signed by the Seller, and no additional or different terms or
conditions stated by Buyer shall be binding unless agreed to by Seller in writing.
Neither course of dealings, not usage of trade shall be relevant to supplement or
explain any terms used in this Agreement, and this Agreement may be modified
only by a writing signed by both Seller and Buyer. The failure of Seller to insist
upon strict performance of any of the terms and conditions stated herein shall not
be considered as a continuing waiver of any such terms and conditions or any of
Seller’s other rights.

CHANGES IN TERMS
These terms and conditions of sale are subject to change by Seller from time to
time without prior notice.

LIMITED WARRANTY

LIMITED WARRANTY

Subject to the terms and conditions herein, Seller warrants to the original owner at
the original installation site that products manufactured by Seller (“Products”)
comply, at the time of manufacture, with recognized hydronics industry regulatory
agency standards and requirements therein effect and will be free from defects in
materials and workmanship for a period of 12 months after the date of start-up or
18 mon)ths after the date of shipment, whichever shall be less (the “Warranty
Period”

REMEDY

A. The sole remedy for breach of this warranty is expressly limited to the repair
or replacement of any part found to be defective under conditions of normal
use within the Warranty Period. Installation is not included.

B. Warranty — The owner must notify the original installer of the Product and
Seller (Attention: Burnham Commercial, PO Box 3939, Lancaster, PA 17604) in
writing, within the Warranty Period, providing a detailed description of all
claimed defects. Transportation to a factory or other designated facility for
repairs or any products or alleged defective shall, in all events, be the
responsibility and at the cost of the owner.

EXCLUSIONS

Seller shall have no liability for:

A. Incidental, special or consequential damages, such as loss of the use of
products, facilities or production, inconvenience, loss of time or labor expense
involved in the repairing or replacing of the alleged defective product.

B. The performance of any Product under conditions varying materially from

those under such Products is usually tested under industry standards as of

the shipment time.

Any damage to the Product due to abrasion, erosion, corrosion, deterioration,

abnormal temperatures or the influence of foreign matter or energy.

The design or operation of owner’s plant or equipment or of any facility or

system of which any Product may be made a part.

The suitability of any Product for any particular application.

Any failure resulting from misuse, modification, not authorized by Seller in

writing, improper installation or lack of proper maintenance.

Equipment furnished by the owner, either mounted or unmounted, or when

contracted for by owner to be installed or handled.

® mm o o

Seller’s liability under this warranty shall not in any case exceed the amount paid
for the Product found defective.

THIRD-PARTY WARRANTIES

For goods or components not manufactured by Seller, the warranty obligations or
Seller shall, in all respects, conform and be limited to the warranty actually
extended to Seller by its vendors.

SEVERABILITY

To the extent that any provisions of this warranty would be void or prohibited unde
applicable law, such provisions shall be limited in effect to the minimum extent
necessary to render the remaining provisions hereof enforceable.

NO OTHER WARRANTIES
Seller makes no implied warranty of merchantability or fitness for a particular
purpose, or other warranties with respect to any products or services except as
expressly set forth in this limited warranty.

Form No. PL8146561001 - 4/04





