BOILER 3>= u_HV 9 _u,u._u .uHA: _uHL.u RISER HEADER | EQUALIZER | RETURN Z?ﬂm.mkﬁ
MODEL A
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5006 | 9” 9” 177 | 27%" | 34" 3" 3" 2" 1%" 3

5007 | 10" | 10" | 193" | 32%4” | 39%” 3" 3" 2" 1%” 3%

5008 | 12" | 12" | 22%" | 383" | 4434" 3" 4" 2" 1%” 3

5009 | 12" | 12" | 25%" | 433" | 50%” 3" 4" 2" 1%" 1"

5010 | 12" | 12" | 2774 | 49%” | 553" 3" 4" 2%” 2" 1”
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PLAN VIEW ELEVATION VIEW
1.) ALL PIPING IS SCHEDULE 40. THIS DRAWING DEPICTS A GENERAL LAYOUT OF THE COMPONENTS (NOT PART NO.(S)
2)) PIPING AT REAR OF BOILER SHOULD NOT INTERFERE WITH REMOVAL OF UPPER REAR PANELS FOR N OPER SIZING, SELECTION, LOCATON AND NSTALATION OF AL oW pRe—]

ACCESS TO FLUEWAYS FOR CLEANING. THESE SCHEMATIC DRAWINGS ARE INTENDED SOLELY TO COMPONENTS ARE THE mmuozm_m_rﬁmﬂ:ﬂﬂr_umm_mz% OR INSTALLER. . Lwﬂw\nm

SHOW RECOMMENDED TAPPING LOCATIONS AND GENERAL PIPING ARRANGEMENTS. ACTUAL PIPING
MINIMUM PIPING RECOMMENDATIONS

DETAILS SHOULD BE DESIGNED IN ACCORDEANCE WITH STANDARD ENGINEERING PRACTICES. IPING RECouM AE—5B-0163
3.) (1) SUPPLY CONNECTION AND (1) RETURN CONNECTION FOR SIZES 5006 THRU 5010. LANGASTER, PA 17604-3075 5006 THRU 5010
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